
2015	  Socata	  TBM	  900	  

Exterior	  
•  Total	  Time:	  10	  hrs	  
•  5	  Year/1,000	  hr	  warranty	  &	  maintenance	  

program	  
•  PT6	  A66D	  PraF	  &	  Whitney	  Engine	  
•  330	  knot	  cruise	  
•  31,000-‐L.	  reached	  in	  18	  minutes,	  45	  seconds	  
Interior	  
•  Genuine	  leather	  seats	  w/	  new	  model	  design	  
•  Designed	  to	  customers	  specificaTons	  
	  



2	  GMA	  1347C	  Dual	  digital	  audio	  controller	  with	  integrated	  marker	  beacon	  receiver,	  intercom	  and	  
public	  address	  capability	  on	  outer	  side	  for	  pilot	  and	  co-‐pilot	  side.	  	  
2	  GDU	  1040A,	  10″₺	  PFD	  display	  with	  three	  axis	  flight	  dynamics,	  air	  speed,	  a^tude,	  verTcal	  speed,	  
HSI	  w/perspecTve	  modes,	  turn,	  bank	  side	  slip,	  NAV/COM	  frequencies	  indicaTon	  and	  AP	  
annunciaTon	  	  
1	  GDU	  1500	  15″₺	  mulT-‐funcTon	  display	  with	  engine	  (w/opTmum	  TRQ	  se^ng	  display),	  
pressurizaTon,	  electrical,	  fuel,	  flaps	  and	  trims	  indicaTon,	  Crew	  AlerTng	  System	  (CAS),	  checklist,	  
aircraL	  synopTcs	  and	  super	  large	  navigaTon	  mapping	  system	  	  
2	  GIA	  63W	  Nav/Com/ILS/WAAS	  GPS	  	  
2	  GEA	  71	  Engine	  and	  airframe	  interface	  unit	  	  
2	  GRS	  77	  A^tude	  and	  Heading	  Reference	  System	  (AHRS)	  	  
2	  GMU	  44	  triaxial	  magnetometer	  	  
2	  GDC	  74B	  digital	  air-‐data	  computers	  w/dual	  probe	  system	  	  
1	  GTX33	  Mode	  S	  transponder	  	  
1	  GCU	  475	  remote	  FMS	  control	  panel	  conveniently	  located	  on	  the	  central	  console	  	  
1	  GMC	  710	  autopilot	  mode	  controller	  located	  in	  upper	  central	  panel	  	  
4	  GSA	  81	  torque	  flight	  servos(yaw,	  pitch,	  pitch	  trim	  &	  roll)	  	  
1	  GTA	  82	  adapter	  for	  yaw	  auto	  trim	  device	  	  
Backup	  instrumentaTon	  with	  pneumaTc	  a^tude,	  airspeed	  and	  alTmeter	  indicators	  


